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Indian Standard ( Reaffirmed 2005 ) 

SPECIFICATION FOR 
SHIPS' ORDINARY RECTANGULAR WINDOWS 

PART IV DETAILS OF POSITION OF LUGS FOR HINGES AND 
SWING BOLTS AND SECURING HOLES ON THE FRAME 



1. Scope — Lays down the position of lugs for hinges, swing bolts for glass holder and securing 
holes on frame of ships' rectangular windows of both light and heavy type. 

2. Terminology — For the purpose of this standard, the terms and definitions given in IS : 8886 
( Part I ) - 1978 ' Specification for ships' ordinary rectangular windows: Part I Types and dimensions * 
shall apply. 

3. Dimensions 

3.1 Dimensions for the location of lugs for hinges and swing bolts shall be as given in Table 1. 

3.2 Dimensions of location and number of securing holes on the frame for side hinged and top 
hinged bolted windows shall be as given in Tables 2 and 3 respectively. 

EXPLANATORY NOTE 

This standard is one of a series of Indian Standards on ship's rectangular windows. Other 
standards in the series are: 

Part I Types and dimensions 

Part II General requirements 

Part III Positioning 

Part IV Details of position of lugs for hinges and swing bolts and securing holes on the 

frame 
Part V Details of frame, inward opening, side hinged, heavy type bolted windows 
Part VI Details of frame, inward opening, side hinged, light type bolted windows 
Part VII Details of frame, inward opening, side hinged, heavy and light type welded 

windows 
Part VIII Details of frame, inward opening, top hinged, heavy type bolted windows 
Part IX Details of frame, inward opening, top hinged, light type bolted windows 
Part X Details of frame, inward opening, top hinged, heavy and light type welded windows 
Part XI Details of frame, non-opening, heavy type bolted windows 
Part XII Details of frame, non-opening, light type bolted windows 
Part XIII Details of frame, non-opening, heavy type welded windows 
Part XIV Details of frame, non-opening, light type welded windows 
Part XV Details of frame, outward opening, side hinged, heavy type bolted windows 
Part XVI Details of frame, outward opening, side hinged, light type bolted windows 
Part XVII Details of frame, outward opening, side hinged, heavy and light type, welded 

windows 
Part XVIII Details of glass holder, inward opening, side hinged, heavy and light type bolted 

and welded windows 
Part XIX Details of glass holder, outward opening, side hinged, heavy and light type bolted 

and welded windows 
Part XX Details of glass holder, top hinged, heavy and light type bolted and welded 

windows 
Part XXI Details of hinged pin 
Part XXII Details of swing bolts and wing nuts 

In the preparation of this standard assistance has been derived from the following: 

ISO 3903-1977 Shipbuilding — Ships' ordinary rectangular windows. International 
Organization for Standardization ( ISO ). 

DIN 81650 - 1967 Rectangular windows for ships, directives for construction. Deutsches 
institut fur Normung. 
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TABLE 1 LOCATION OF HINGES AND SWING BOLTS FOR SIDE AND TOP HINGED WINDOWS 

( Clause 3.1 ) 

All dimensions in millimetres. 
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INWARD OPENING 



OUTWARD OPENING 



SIDE HINGED WINDOW No. 1 TO 6 
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WINDOW No 4 TO 7 WINDOW No. 8 AND .9 

TOP HINGED WINDOW No. a TO 9 
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Window No. 


Nominal Size 

Wi x hi 
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1 


300 X 425 


275 
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355 X 500 


380 


3 


400 X 560 


380 
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450 X 630 


375 
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500 X 710 


485 
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560 X 800 


580 
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900 X 630 
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1 000 X 710 
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1 100 X 800 
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No. of Fasteners 
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50 
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Note — In case of two number of fasteners the swing bolts opposite to the hinges are applicable only. 
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TABLE 2 LOCATION AND NUMBER OF HOLES ON THE FRAME OF BOLTED WINDOWS 

(SIDE HINGED AND FIXED WINDOWS) 

( Clause 3.2 ) 



AN dimensions in millimetres. 
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WINDOW No. 1 AND 5 



WINDOW No. 2,3,4,6,7,8 AND 9 



Window No. 


Nominal Size 

w x x hi 


Ti 
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P 


No. of Holes 


1 


300 x 425 


96 


58'0 


276 


368 


92 


18 
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355 X 500 


96 


81'0 


285 


475 


95 


20 
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400 x 560 


96 


56'0 


380 


475 


95 
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450 X 630 


146 


38-5 


465 


465 


93 
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500 X 710 


146 


53"5 
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560 X 800 
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83-5 
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900 X 630 


146 


55"0 
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1 000 x 710 
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1 100 x 800 
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TABLE 3 LOCATION AND NUMBER OF HOLES ON THE FRAME OF BOLTED WINDOWS 

( TOP HINGED ) 



( Clause 3.2 ) 
All dimensions in millimetres. 
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WINDOW No. L TO 6 



WINDOW No. 7 TO 9 



Window No. 


Nominal Size 

Wi x hi 
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c 
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No. of Holes 
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450 X 630 


121 


300 


600 


100 
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500 X 710 


102 
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26 
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560 X 800 


130 


392 


686 
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900 X 630 


55 


882 
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98 


32 
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1 000 X 710 
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1 100 x 800 
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